Planters Electric Membership Corporation Customer Entrance Specifications
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Conduit Service Weatherhead

™~ 2" Conduit

N> Conduit Straps

Water Tight Connector

z‘ /A Meter Socket

. Water Tight Connector

~— Switch Box

Ground

#6 Copper - 150 Amp
#4 Copper - 200 Amp
#2 Copper - 400 Amp
#1/0 Copper - 600 Amp

Ground Rod Clamp

Meter
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Entrance cable should be
— buried in conduit a min. of
18" below grade.
* Mobile home should have
4-wire entrance cable for
bond to frame.

N GROUNDRODS' X 8 COPPER
or GALVANIZED CLAD

N Leave Min. 36" service wire for connection
LZO' Pressure Treated Pole (5' in ground)

Overhead Service
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5 MIN-5'

s Conduit Service Weatherhead
M e — Leave Min. 36" service wire for connection

7 securely fastened
to structure.
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- 6" MAX

La«—— Meter Socket

Ground

#6 Copper - 150 Amp
#4 Copper - 200 Amp
#2 Copper - 400 Amp
#1/0 Copper - 600 Amp

Ground Rod
(5/8" x 8" copper or

gaivanized clad)

Underground Service

2" Rigid Metal Conduit

| Ground Rod Clamp
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o /’—Meter Socket

Ground
46 Copper - 150 Amp
#4 Copper - 200 Amp
#2 Copper - 400 Amp

#1/0 Copper - 600 Amp
~—— 21/2" Conduit

5' MIN - 5' - 6" MAX
Pipe Straps
Ground rod clamps
I
. Ground Rod
2 MIN PEFTH / (5/8"x 8' copper or
galvanized clad)
45° sweep ———

[ Conduitinstalled beyond any andscaping,
concrete, plumbing, etc. with pul string.

All wiring requirements are subject to change and should conform to individual county zoning requirements
All items pictured are to be provided by the consumer except for the meter. ]
Diagrams above meet minimum réequirements of the 2011 National Electric Code.




